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WARNING!

Read the safety precautions in this section before installing,

powering, operating or servicing this product.

After receiving the fixture, please unpack and check if there is any damage due to
transportation. If any obvious damage or flaw is found, do not put it into use and
contact the distributor or manufacturer as soon as possible.

This fixture is intended for professional use .only
When operating the fixture, attentions should be drawn to fire/electric-
shock hazards and lethal injuries caused by fall.

Read this User Mannual before mounting and ennergizing the fixture.
Observe the safety guideline and notice the warnings both in this User
Mannual and on the fixture.
Yet any safety concerns not covered hereby, contact the distributor
or service hot-line.

The fixture should be kept dry and avoid working in presence of moisture,
over-heat or heavy smokes.

Protection against over heat

The following symbols are used to identify important safety information on the product
and in this manual:

FINE 1512C/156C AL is suitable for indoor and outdoor  environment;
its protection rating is IP65.
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The natural working temperature should be lower than 40 degrees. If
the ambient temperature exceeds 40 degrees, please stop operating
the unit immediately.

1.Safety information
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8.Control Channel
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Channel RGBW PIXIE HSI CMY CCT RGB

1 Function Function Function Function Function Function

2 R Dimmer Hue C Dimmer R

3 G Strobe H Fine M CTO G

4 B R1 Saturation Y Strobe B

5 W G1 Intensity Intensity
ColorWheel&Color

gradual change

6 Dimmer B1 Strobe Strobe Macro Effect&Speed

7 Strobe W1
ColorWheel&Color

gradual change

ColorWheel&Color

gradual change

Macro function

backgroud color

8

Color

Wheel&Color

gradual change

. Macro Effect&Speed Macro Effect&Speed

9
Macro

Effect&Speed
.

Macro function

backgroud color

Macro function

backgroud color

10
Macro function

backgroud color
.

… .

… .

24 R6(1512/156)

25 G6(1512/156)

26 B6(1512/156)

27 W6(1512/156)

… …(1512)

48 R12(1512)

49 G12(1512)

50 B12(1512)

51 W12(1512)

English Control Channel Chart

0-5 N/A

6-15 RGBW

16-25 PIXIE

26-35 HSI

36-45 CMY

46-55 CCT

56-65 RGB

66-199 N/A

200-204 DIM2

205-209 DIM1

210-214 DIM0

215-219 N/A

220-214 N/A

215-255 N/A

CH2 Red 0-255

CH3 Green 0-255

CH4 Blue 0-255

CH5 White 0-255

CH6 Intensity 0-255

0-5 None

6-105 Standard strobe

106-110 None

110-179 Thunder strobe

180-185 None

186-255 Random strobe

0-5 N/A

6-255 Color Wheel 1-65

0-5 N/A

6-255 Macro 1-25

CH10
Macro function

backgroud color
0-255 HIS mode

RGBW

CH1

Function(It

needs dalay 3s

when use it）

CH7 Strobe

CH8 Color Wheel

CH9 Macro Effect
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0-5 N/A

6-15 RGBW

16-25 PIXIE

26-35 HSI

36-45 CMY

46-55 CCT

56-65 RGB

66-199 N/A

200-204 DIM2

205-209 DIM1

210-214 DIM0

215-219 N/A

220-214 N/A

215-255 N/A

CH2 Red 0-255

CH3 Green 0-255

CH4 Blue 0-255

RGB

CH1
Function(It needs dalay

3s when use it）

0-5 N/A

6-15 RGBW

16-25 PIXIE

26-35 HSI

36-45 CMY

46-55 CCT

56-65 RGB

66-199 N/A

200-204 DIM2

205-209 DIM1

210-214 DIM0

215-219 N/A

220-214 N/A

215-255 N/A

CH2 Hue 0-255

CH3 Hue Fine 0-255

CH4 Chroma 0-255

CH5 Intensity 0-255

0-5 None

6-105 Standard strobe

106-110 None

110-179 Thunder strobe

180-185 None

186-255 Random strobe

0-5 N/A

6-255 Color Wheel 1-65

0-5 N/A

6-255 Macro 1-25

CH9
Macro function backgroud

color
0-255 HIS mode

CH8 Macro function

HSI

CH1
Function(It needs dalay

3s when use it）

CH6 Strobe

CH7 Color Wheel
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0-5 N/A

6-15 RGBW

16-25 PIXIE

26-35 HSI

36-45 CMY

46-55 CCT

56-65 RGB

66-199 N/A

200-204 DIM2

205-209 DIM1

210-214 DIM0

215-219 N/A

220-214 N/A

215-255 N/A

CH2 Intensity 0-255 Dimmer

0-5 None

6-105 Standard strobe

106-110 None

110-179 Thunder strobe

180-185 None

186-255 Random strobe

CH4 Red 1 0-255

CH5 Green 1 0-255

CH6 Blue 1 0-255

CH7 White 1 0-255

…… ……

CH48 Red 12 0-255

CH49 Green 12 0-255

CH50 Blue 12 0-255

CH51 White 12 0-255

PIXIE

CH1
Function(It needs dalay

3s when use it）

CH3 Strobe

0-5 N/A

6-15 RGBW

16-25 PIXIE

26-35 HSI

36-45 CMY

46-55 CCT

56-65 RGB

66-199 N/A

200-204 DIM2

205-209 DIM1

210-214 DIM0

215-219 N/A

220-214 N/A

215-255 N/A

CH2 Intensity 0-255

0--5 6500K

6--15 5600K

16--25 4300K

26--35 3200K

36-255 2600-10000K

0-5 None

6-105 Standard strobe

106-110 None

110-179 Thunder strobe

180-185 None

186-255 Random strobe

0-5 N/A

6-255 Color Wheel 1-65

0-5 N/A

6-255 Macro 1-25

CH7
Macro function

backgroud color
0-255 HIS mode

CH5 Color Wheel

CH6 Macro function

CCT

CH1

Function(It

needs dalay 3s

when use it）

CH3 CTO

CH4 Strobe
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0-5 N/A

6-15 RGBW

16-25 PIXIE

26-35 HSI

36-45 CMY

46-55 CCT

56-65 RGB

66-199 N/A

200-204 DIM2

205-209 DIM1

210-214 DIM0

215-219 N/A

220-214 N/A

215-255 N/A

CH2 Intensity 0-255

CH3 C 0-255 Cyan

CH4 M 0-255 Magenta

CH5 Y 0-255 Yellow

0-5 None

6-105 Standard strobe

106-110 None

110-179 Thunder strobe

180-185 None

186-255 Random strobe

0-5 N/A

6-255 Color Wheel 1-65

0-5 N/A

6-255 Macro 1-25

CH9
Macro function backgroud

color
0-255 HIS mode

CMY

CH1
Function(It needs dalay

3s when use it）

CH6 Strobe

CH7 Color Wheel

CH8 Macro function

▼

◀ ▶

▲

OK

Note: The fixture can be remote manipulation through the FINE LR100

handheld remote dialer. It is mainly used for fixture menus, including

address code, channel mode, one-button automatic batch programming

address function and so on. Directly access through the DMX512 signal

line, no need additional interface. The specific operation steps are

detailed in the manual user of FINE LR100.

FINE LR100
















